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Installation and Operation Instruction
for Model AMX-70 / AMX-70 R

Glass and Dishwasher
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Machine noise level is:

insulated version  59 dB (A)  /  non insulated version  65 dB (A)

Important Notes

� Use in Accordance with Regulations
Hobart Dishwashing Machines are only intended for cleaning plates,
cups, glasses, cutlery, trays etc.
Do not use for electrically heated cooking and heat conservation
appliances.

� Safety
Never hose down the machine.

The "Attention" symbol is shown beside instructions that are essential
for the safe operation of the machine. Please read these passages
very thoroughly.

� Liability
Installations and repairs which are not carried out by authorized
technicians or the use of other than original spare parts, and any
technical alterations to the machine, may affect the warranty
set out in the standard conditions of sale.
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1 Installation

1.1 Location

– Wall clearance depends on the rear clearance of splash
protection panel of tabling system (usually min. 100 mm).
For corner installation lateral clearance of 107 mm is required.

– Level machine by turning the feet.

– Distribute machine weight equally onto all feet.

1.2 Adjustment of guide rails

Depending on direction of operation, the guide rails may need
to be adjusted to suit the direction of operation (see arrow).

If necessary:

–   Unscrew the guide rails.

– Remount each guide rail with the bevel towards the
entry side.

Converting to corner operation

– Both rails must be located at right angles with bevelled ends
towards direction of operation.
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2 Connections

2.1 Electrical connection

Must be carried out by an authorized technician
according to the national and local codes.

– The appliance is intended for a fixed electrical connection.
Main-switch is required according EN 60 204.

– Check machine specifications to make sure they correspond to
those of the site supply and to wiring diagram.

– Check site fuse rating.

According to EN 60 335 the appliance must be connected to an
equipotential conductor. The connecting screw is located beside
the cable inlet.

2.2 Water connection

Must be carried out by an authorized technician
according to the national and local codes.

The machine must be operated with water of drinking quality.
For water with an extremely high mineral content, water
treatment is recommended.

– Connect to soft and if possible warm water (4° Clark, max. 60°C).

– Line flow pressure 0.6 – 6 bar.

If line flow pressure is below 0.6 bar:  provide a rinse
booster pump at site.

If line flow pressure is above 6 bar:  provide a pressure
reducing valve.

– Connect flexible supply hose with union nut 3/4" to site connection.
– Fit shut-off valve.

2.3 Hot water connection (hot-water heated machines only)

Must be carried out by an authorized technician
according to the national and local codes.

– Connection to hot water supply (DN 20) on customer site
PN 25 (110°C - 200°C). See data plate !

– The machine is equipped with all necessary fittings.
– Dimension of hot water flow and return piping has to be

according to the requirements.
– Make sure that permissible pressures and temperatures will not

be exceeded.
– All pipework has to be insulated with water and heat resistant

material.
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2.4 Steam connection (steam heated machines only)

Must be carried out by an authorized technician
according to the national and local codes.

– Connection to steam supply (DN 20) at customer site
0.3 - 3.5 bar (max. 150°C) or 3.5 - 10 bar (max. 200°C).
See data plate !

– Dimension of steam and condensate piping has to be according
to the requirements.

– The machine is equipped with all necessary fittings.
– Make sure that permissible pressures and temperatures will not

be exceeded.
– All pipework has to be insulated with water and heat resistant

material.

2.5 Adjustment of shut-off valve with flow reducer for
steam and hot water supply

– The built-in shut-off valve is equipped with an adjustment device
(A) to limit the heating supply medium.
A special tool is necessary for adjusting the valve-seat.

– The correct adjustment is very important particulary for higher
pressure, and therefore must be done by a HOBART trained
service man at first installation or after any changes are done
at the customer site.

– The adjustment is correct if the heating-up time of the boiler is
as long as the shortest wash cycle, while the valve is opened to
maximum.

– If adjusted too far open pressure shocks may occur when the
solenoid valve closes. This could cause damage at the installation.
If adjusted too far close the required heating-power cannot be
achieved.

2.6 Drain connection

– Connect to trapped drain line.

– Connection between machine and site drain must not exceed
max. height of 0.8 m.

– Do not kink drain hose.
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3 Controls

1. Thermometer  Wash

2. Thermometer  Rinse

3. Pilot light  Detergent dispenser   (built-in dosing pump only on option)

4. Pilot light  Programme

5. not used

6. Pilot light  Machine ON

PROGRAMME SELECTOR SWITCH

7.   75 sec. normal programme

8.   52 sec. light duty programme

9. 120 sec. heavy duty programme

10. Machine OFF

11. Filling

12. Tank drain

13. not used
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4 First run

4.1 Filling of rinse booster heater

– Open shut-off valve of fresh water supply.

– Open shut-off valve of steam supply
(steam heated machines only).

– Open shut-off valve of hot water flow and return pipe
(hot water heated machines only).

– Switch on the main switch.

– Open the hood.

– Set selector switch to fill position.

– Close the hood.

Pilot lights machine on ( I ) and programme illuminate.

– When programme pilot light blinks, the machine is filled.

The filling time depends on the rinse booster heater and the
water feed temperature (approx. 15 min with 15 kW booster
and 10°C water feed temperature).

4.2 Test cycle

– Open the hood.

– Set selector switch to light duty position.

– Close the hood.
Pilot light programme illuminates, cycle is running.

4.3 Check

– Open hood during cycle and check if upper and lower wash
and rinse arms rotate smoothly.

– Check and eliminate any leakages of supply and drain
pipework.

– Check direction of rotation of pump motor (see direction sign).

If motor runs against the indicated direction (pump is running
noisily and circulates only a little water) interchange 2 phases
(threephase current only).

This must be carried out by an authorized
technician.
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5 Dispensers  (detergent dispenser on option only)

5.1 Adjustment

The dispensers are factory adjusted to a medium position.

– Switch Off machine.
– Set main switch to "0".

– Open the lock ➀ and remove the front panel ➁.
– Open the control box ➂.

– Adjustment of rinse agent and detergent quantity at the bottom
of the rear side of control box ➃.

– Turn the rotary switches to right:  increase dosage,
Turn the rotary switches to left:  decrease dosage (see table).

Detergent  (on option only) Rinse agent

Pos. Time (sec.) Quantity (g/l) Time (sec.) Quantity (g/l)

0 2 1.7 1 0.17

1 2.5 2.1 2 0.35

2 3 2.5 2.5 0.42

3 3.5 3 3 0.5

4 4 3.4 3.5 0.6

5 5 4.3 4 0.7

6 6 5.1 4.5 0.8

7 7 6 5 0.85

8 not used

9 not used

– Each time the dosage is changed, switch off the machine
(set the selector switch to "0") in order to activate the new
dosage time.

The dosage of rinse agent and detergent depends on the
quality of water. For economical use of detergent and rinse
agent at optimal levels, adjustment should be in accordance
with chemical suppliers recommendations.

5.2 Filling the containers

– Rinse agent
put suction hose (blue) into rinse agent container.

– Detergent (option)
Put suction hose (white) into detergent container.

Be careful that you do not confuse the rinse agent
and detergent containers.

Do not use any acidic detergent products with the built-in
detergent pump.

Use only commercial detergent and rinse agent.
Please pay attention to the manufacturers safety rules and
instructions.
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6 Operation

6.1 Preparation

Place glasses and cups with the Remove coarse food soil before Spray off greasy food soil.
opening facing downwards into the loading plates into rack.
rack.

Check rack guide, wash and rinse Check level of detergent and rinse Set selector switch to fill position
arms and strainers are in place. agent containers. and close the hood.
Open shut-off valve and switch Do not run the dosing pumps for Tank will be filled.
on the main switch. long periods without a liquid in the
Open steam or hot water supply containers.
(if existing).

6.2 Racking

Do not confuse the
containers!

Detergent: white hose!

Rinse agent: blue hose!
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As continued product improvement is a policy of HOBART, specifications are subject to change without notice.

Printed in Germany AG-21124-A-10-02-PC
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